
Features the MASCOT dynamic capsule for 
sweet sound and avoiding handing noise.

SYNC function for quicky channel setting.

LCD shows group,channel and battery life.
Talk switch for easy operation.
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SPECIFICATION
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Low Battery Warning
(Flashing red light)

AA Battery 
Slot

UHF Wireless Handheld Microphone

Frequency Range
Channel Select
Display

RF Power Output
Frequency Stability
Spurious Emission

Battery
Current Consumption
Dimension (WxHxD)
Net Weight

UHF520 ~ 937.5MHz 
SYNC with receiver
LCD shows channel 
and the battery life
10mW (max.) 
±0.005%
＞60dB 
below carrier frequency
DC3V (1.5V x 2 AA batteries) 
120 ± 10mA
260 x 54Ø
Approx. 240.5 g

Mute Switch



H M - 7 L A V - 6

LCD features group,channel and battery life.

Gain settings for different audio input sources.

SYNC function for quickly channel setting.
Converient mute switch function.
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H e a d s e t
M i c r o p h o n e

T i e - c l i p
M i c r o p h o n e

With Hesdset Microphone / Tie-Clip Microphone
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SPECIFICATION
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Frequency Range
Channel Select
Display

RF Power Output
Frequency Stability
Spurious Emission

Gain Setting
Battery
Current Consumption
Dimension (WxHxD)
Net Weight

UHF520 ~ 937.5MHz
SYNC with receiver 
LCD shows channel 
and the battery life
10mW (max.) 
±0.005% 
＞60dB 
below carrier frequency 
0dB / -10dB / -20dB 
DC3V (1.5V x 2 AA batteries) 
120 ± 10mA 
65 x 97 x 25 mm
Approx. 86 g
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UHF Wireless Bodypack Transmitter


